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"One of the reasons I have both on my farm 
is that I need a tractor which will do real work. 
We farmers have specialized on everything 
else but the prime power we use on the farm. 
We have combines for wheat, to take the place 
of the old binder and thresher. We have corn 
harvesters taking the place of the picker and 
sheller. So why not specialize on the power we 
need for plowing and other heavy work? 

"Cat Farm Tractors fit on the farm. They 
specialize in heavy work at a low cost. They 
specialize in getting into the fields when it's 
time, not just when the weather says it's time. 
Let me show you why. 


"On my farm I use a Cat D4 Tractor to do all 
my real heavy work such as subsoiling, plowing 
and land clearing" says Abe Caster of Craw- 
fordsville, Indiana. Mr. Caster—selected as one 
of the nation's outstanding farmers in 1954— 
also has wheel tractors on his 840 acre farm. 
He uses them for row crop cultivation but, as 
he says, "You can't get along without track-type 
tractors on a farm the size of ours. 
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"MV D4 HAS BETTER FLOTATION AND LESS 
PENETRATION BECAUSE IT COMBINES A 
HARD SURFACE AND PORTABLE PLATFORM 
TO RIDE ON TOP OF THE GROUND LIKE 
THE RAILS OF A TRAIN. 

LARGE GROUND CONTACT AREA IS BASIC 
WITH A CAT TRACK-TYPE TRACTOR. 


LESS PENETRATION 





LARGE GROUND 
CONTACT AREA 

SMALL GROUND 
CONTACT AREA 


GREATER PENETRATION 




*1589 SQUARE INCHES OF 
GROUND CONTACT 
AREA SPREAD 
THE WEIGHT OF 
THE TRACTOR 
OUT SO THERE 
ARE ONLY 6.6 POUNDS 
PRESSURE ON EACH 
SQUARE INCH OF SOIL. 


GROUND CONTACT AREA. 


Ground contact 

AREA OF THE 
REAR WHEELS IS 
ONLY 384 SQUARE 
INCHES. THIS 
MEANS 2Z3 FOUNDS 
PRESSURE PER SQUARE 
INCH. CAUSING HARMFUL 
SOIL PACKING. 
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TOTAL WEIGHT 

10,500 LB. 


- - 6 .6 LB.PER5Q.lN. 

TOTAL CONTACT AREA 

1589 5Q.IN. 


TOTAL WEIGHT 10,500 LB. 

WEIGHT ON REAR WHEELS (80%) -8,400 LB. = 2J3 ^_ pER ^ |N 
TOTAL CONTACT OF REAR WHEELS 384 SQ.IN. 



TRY THIS TEST 5 

WITH A CAT DIESEL TRACTOR. 

RUN IT OYER A FRESHLY DISKED 
tfT ELD. PLACE A WATCH BETWEEN 
THE GROUSER INDENTATIONS, 
FACE RUSH WITH THE TOP OF 
THE GROUND. THEN BACK OYER 
THE WATCH. THE WATCH ISnV 
HURT- THIS IS PROOF OF THE 
LIGHT TREADING OF THE CAT 
TRACK-TYPE TRACTOR. 
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"CAT TRACK-TYPE tractors travel 
EASILY OVER THE SOIL WITH LITRE 


EFFORT BECAUSE THERE IS NO HILL TO 
CLIMB OR HOLE TO CRAWL OUT OF. 
THEY RUN ON THE FLAT RAILS. 



"WHEEL TRACTORS SINK INTO THE 
SOIL. THE WHEELS IN EFFECT ARE 
ALWAYS RUNNING UPHILL,EVEN 
WHEN THEY ARE WORKING IN 
LEVEL FIELDS. 



"TRACTION SOLD ME MY P4. IT CAN BE MEASURED 
IN THE PULUNG EFFORF BEFORE SLIPPAGE OCCURS. 
TO TEST THE TRACTION OF A WHEEL TRACTOR AND 
A TRACK-TYPE TRACTOR, MAKE THIS SIMPLE TEST. 
HOOKED DRAWBAR TO DRAWBAR, WITH WEIGHT 
AND HORSEPOWER EQUAL, THE WHEELS WILL SUP 
LONG BEFORE THE TRACKS DO—MORE PULL WITH 
THE SAME HORSEPOWER. 


"ON PLOWED GROUND 
16# SLIPPAGE UNDER 
LOAD CONDITIONS IS 
AVERAGE WITH A 
WHEEL TRACTOR. 11 
THE SLIPPAGE IS 
COSTLY TO YOU IN 
TIME, TRACTOR DE¬ 
PRECIATION, TIRE 
AND FUEL COSTS. 
MAKE THIS TEST ON 
YOUR FARM TO FIND 
THE AMOUNT OF SLIP¬ 
PAGE FOR YOUR 
WHEEL TRACTOR. 

A CAT TRACK-TYPE 
TRACTOR WITH ONLY 
Z% SLIPPAGE GIVES 
YOU EFFICIENT TRAC¬ 
TION FOR FARM 
WORK. HERES WHY 
YOU GET THIS 
SLIPPAGE- 



TRAVEL DISTANCE IS 
10 REVOLUTIONS OF 
THE REAR WHEEL. 


TRAVEL DISTANCE 


WITHOUT * LOAD 


travel distance 


WITH LOAD 


TRAVEL DISTANCE IS 10 REVOLUTIONS SLIPPAGE Z°/o\ 
OFTHETFSACK. 

jT 


START 


TRAVEL DISTANCE 


^^^^^WITHOUT 


LOAD 
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TRAVEL DISTANCE 


Sf 


WITH LOAD 





































































































"when the ground cant hold the 

TURNING FORCEOFTHE WHEELS THE 
SOIL IS SHEAREP AWAY. THIS SHEARING 
OR SLIPPAGE IS DUE LARGELY TO THE 
SHAPE OF THE WHEEL, THE SMALL 
CONTACT AREA OF THE WHEEL, AND 
THE GROUND AROUND IT. 





POWER.' 


' 'mmm .... . . 

POCKETS 

"TRACKS, ON THE OTHER HAND, FORM 
MANY POCKETS WHICH HOLD THE SOIL 
IN PLACE AND PREVENT SHEARING. 
THIS MEANS THAT MORE TRACTOR 
POWER IS BEING USED FOR PULLING 
POWER, NOT WASTED ON 'SUPPING 



THIS WITHOUT 
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"TRACTOR UTILIZATION IS 
SOMETHING TO CON- 
tfSIPER WHEN YOU BUY. 

CAT-BUILT TRACTOR 

'• •• 

L DO ALL THE HEAVY 
WORK YOU CAN FIND 
ON YOUR FARM . 


"MY SOIL CONSERVATION SERVICE AGENT 
GAVE ME A PLAN THAT HAS SAVED ME 
LAND; LAND THAT WAS GOING DOWN 
THE GULLIES EVERY TIME IT RAINED 
HARD. LAND THAT I WAS PAYING 
ON BUT GETTING NO RETURN, 

I COULDN’T HAVE DONE 

MY D4. 



"DEEP TILLAGE—SOMETHING NEW TO ME— 
WAS ONE OFTHE FIRST JOBS I DIP WITH 
MY D4- THIS FARM HAS BEEN IN MY 
FAMILY FOR 160 YEARS AND THE PLOW 
PAN WAS BUILDING UP ALL THAT TIME 
UNTIL I SUB-SOILED. TODAY I NO 
LONGER HAVE THAT PLOW PAN. 



"MOLDBOARD PLOWING? ITS A SNAP. 

I CAN PULL 5-16" BOTTOMS WITH NO 
STRAIN. PLOWING AND FITTING MY 
GROUNP HAS BEEN A LOT EASIER 
AND FASTER SINCE I BOUGHT MY 
P4 TRACTOR- THE NEXT TIME 
YOU NEED A TRACTOR, WHY PONY 
YOU BUY A CAT FARM TRACTOR?" 








































YEAR ’ROUND USE 


"Extra custom work paid for my D4 in three years/ says M. S. Crippen, Jr., of 
Vienna, Va., "and I still had time to do my own farm work. One operator can 
do as much work on a Cat D4 Tractor as two or more wheel tractors with less 


than half the fuel cost'' 



that will start in cold weather. As Jim Burke, owner of the Grizzley Cattle Co., 
Walden, Colorado, says, "We couldn't get along without our D2. It's always 
been ready to go when we need it. In 40° below zero weather, it started without 
heating or other trick methods" 


6 









CAT FARM TRACTORS 

AND TOOL BARS 



Belt horsepower.43 

Drawbar horsepower.38 

Drawbar pull.7,950 lb. 

Ground contact.1,460 sq. in. 

Operating weight (40" gauge). . .7,300 lb. 
Pressure on ground.5.0 lb. per sq. in. 


Belt horsepower .57 

Drawbar horsepower .50 

Drawbar pull.10,700 lb. 

Ground contact.1,589 sq. in. 

Operating weight (60" gauge). .10,500 lb. 
Pressure on ground.6.6 lb. per sq. in. 


Belt horsepower.85 

Drawbar horsepower.75 

Drawbar pull.18,700 lb. 

Ground contact.2,744 sq. in. 

Operating weight (60" gauge). .17,300 lb. 
Pressure on ground.6.3 lb. per sq. in. 



TOOL BAR IMPLEMENTS 


Subsoiler 


Spring shank cultivators 


Chisels 


For breaking plow pan to depths of 24". 


Used with small 214" square beam. 


For breaking plow pan to depths of 16". 
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‘Caterpillar and Cat are Registered Trademarks of Caterpillar Tractor Co. 

CATERPILLAR TRACTOR CO., Peoria, Illinois, U.S.A. 


HARRY VON DEYLEN 

Gerald, Ohio 

P. O.: R. R. 1, Napoleon, Ohio 


TRACTORS 


TOOL. BARS 


TOOL BAR IMPLEMENTS 


"Today, this business of farming is getting tougher and tougher all the time. If you can't cut 
your cost of operation down to the bare minimum you're going to go under. I have checked 
my cost of operation on all my tractors and can tell you that when it comes to figuring the cost 
of operating my CAT* D4 Tractor, it's a pleasure. That tractor has only cost me $1.83 for 
repairs in the three years I have had it, let alone the low cost of the fuel it has burned. You 
ought to go see your Cat Dealer and have him demonstrate what a Cat Farm Tractor will do 
on your farm. I'll bet you'll make your next tractor a Caterpillar Farm Tractor" 














